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VOICE TECHNOLOGIES VT901 EARHANGER MICROPHONE 
PERFECT FITTING. DISCREET DESIGN. 

DISCOVER THE VT901 FROM VOICE TECHNOLOGIES 
 

With the VT901 Voice Technologies presents a new earhanger microphone with exceptional voice 
transmission in a discreet and nearly invisible design. Visit us at the IBC Amsterdam  
13th to 17th September 2013, booth 8.C73a 
 
The VT901 boasts a specialized super-miniature omni capsule 
producing very natural speech and vocals making it ideal for 
broadcast and stage. Speakers, actors and singers benefit from 
having full freedom of movement. The soft “spiral ear fastener” gives 
any user the perfect fit every time without the fear of it slipping off. 
 
The VT901 can be worn either on the left or the right ear. The high 
wearing comfort is achieved through the low weight as well as 
through its very flexible material; thus the microphone is comfortable 
even after many hours. 
 

The cable is removable and can be easily exchanged to swap 
connectivity between different wireless systems. This must-have 
design feature for rental houses also benefits individual users who 
have backup wireless systems by different brands. The spiral ear-
wrap section can be exchanged as well.  
The Voice Technologies VT901 is available in beige or black colors. 
 
As with all Voice Technologies products the VT901 is produced 
under rigorous quality controls with each production run checked 

with Swiss precision. The standard of Voice Technologies is to deliver to the professional user a 
product that offers not only excellent sound quality but also perfect wearing comfort and high reliability 
for long-lasting enjoyment. 
 
SPECIAL CHARACTERISTICS 
 Ideal for speech and vocals 
 High wearing comfort due to the spiral ear fastener  
 Excellent quality for professional applications 
 Ease of use either on left or right ear 
 Exchangeable cable and ear fastener part 
 
AREA OF APPLICATION 
 Vocals 
 Broadcasting 
 Presentations 
 Stage 
 
TECHNICAL INFORMATION: 
 Generating Element:  Electret Condenser  
 Polar Pattern:  Omni-Directional 
 Frequency Range:  20 Hz – 20 KHz 
 Sensitivity:  -35 +/-3dB 1V/Pa 
 Noise Level:  25 dB “A” weighted 
 Max. Input SPL:  125 dB 
 Impedance:  2 kOhm 
 Bias/+VDC:  0.8-5V 
 Cable:  Length 1.2m Ø 1.3mm 
 Weight:  5g 
 Colors:  Beige and Black  
 


